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FLUX CALCINED DIATOMACEOUS EARTH FILTER AID 
With medium permeability, this product is highly suitable for the filtration of 
animal fats, cutting oils, dry cleaning solvents, vegetable oils, lacquers and liquid 
soaps, as well as giving excellent filtration at fast flow rates for most aqueous 
process streams. 

 
 
 

PRODUCT  

Production site Alicante, Spain 
Product type Flux Calcined, Marine Diatomaceous Earth 

 
 
 

TYPICAL PHYSICAL PROPERTIES  
 

Physical form 
Colour 

Dry Powder 
White 

Permeability EBC (Da) 1.4 
Cake density (g/l) 401 
Bulk density (g/l) 251 
Surface Area (B.E.T.) m²/g 1.11 
pH (10% slurry) 10.9 
Resistivity (kilohms) 2.4 
Moisture (% by weight as shipped) 0.1 

Typical Particle Size 
Retained on 30 Mesh, 600 μm (% by weight) 

 

0.11 

Retained on 150 Mesh, 105 μm (% by weight) 11.4 
Diameter at which 10% is less (by Microtrac) μm 10.4 
Diameter at which 50% is less (by Microtrac) μm 42.6 
Diameter at which 90% is less (by Microtrac) μm 214.7 

 

 

 
TYPICAL CHEMICAL PROPERTIES (% by weight)  

Acid Solubles 4.7 
Loss on Ignition 0.3 
SiO2 84.9   
Al2O3 0.7 
Fe2O3 0.4 
CaO 11.8 
MgO 0.4 
Na2O 1.3 
K2O 0.1 

 

 

 

 

 
Notice: Although the data listed are typical, they are not production specifications. The 
supplier provides the data in good faith, however it makes no warranty or representation 
of any kind, express or implied, regarding the information given or product described 
including any warranty of suitability for a particular purpose. 
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Production Site 
Apartado de Correos n° 46 

Carretera de Elche Km 6 
ES - 03080 Alicante - Spain 

Tel: +34 (96) 528 4033 
Fax: +34 (96) 528 4069 

HYFLO SUPERCEL 


